ATARI SZO0ST TOS ROM KIT — Part Number: CA026259-001 
ATARI tos ROM KIT - TO BE INSTALLED BY QUALIFIED PERSONNEL ONLY ! 


Once plastic and shield have been removed, locate the ROM socket area of 
the board (see figure A). There are three versions of the S20ST that have 
been produced to date, the ROM installation will vary according to which 
version of the board you have so identify your board from the three 

below: 


Masked BOOT ROM version— This is the most common and easiest to upgrade. 
You have this version if no jumper wire is visible along the ROM socket 
area and the two ROM chips don’t have a label on them. To upgrade simply 
remove the exsisting chips by wedging a small fiathead screwdriver between 
the chip and the socket and carefully lifting up on the chips. Once the 
two old chips have been removed, insert the six new ROMs as shown in 
FIGURE B. 


PLEASE NOTE: It is extremely important that each ROM be put in its 
appropriate slot and that they be plugged in with pin 1 on the top right 
corner of the chips as shown in FIGURE B. 


FIGURE C 


BOOT EPROM versions 1& 2 - These are very early computers that were 
produced before masked ROMs were available. You have this version if a 
jumper wire is visible running from below the socket marked U7 to the 
middie front of the socket marked US and/or the two chips in the sockets 
have labels with handwritten markings on them. 


The upgrade of these versions will require soldering and desoldering so if 
you don’t feel comfortable with a soldering iron it is strongly 
recommended that the upgrade be done at an authorized ATAKI Service 
Center. 


The first thing you will need to do, if you decide to do the upgrade 
yourself, is remove the FC board from the bottom plastic housing and 
remove the bottom shield. Now turn the board upside down and look at the 
area underneath ROM sockets marked U4, US, US, U7. Looking at pins 27 
and 28 on these sockets you should be able to see a solder bridge shorting 
the two pins togethers: this short needs to be desoldered on all four 
sockets. 


Next turn the board rightside up again and look between US & U4, U4 & US, 
and U6 & U7; towards the right hand side between each of these sockets 
should be a cut trace. This trace normally connected all the pin 27’s 
together, so you will need tc jumper it back the way it was before it was 
cut. Easiest way would be with three jumpers: First, jumper pin 27 of US 
to pin 27 of U4,second, jumper pin 27 of U4 to pin 27 of US, and third, 
jumper pin 27 of Ué to pin 27 of U7. 


Before finally plugging in the new ROMs, verify your work by checking for 
continuity between pin 27 of the sockets and AIS which can be found on pin 
43 of the 68000 CPU chip (U10). Also make sure all pin 27*s are 
disconnected from all pin 28’s. 


After your TOS ROMs are properly installed in your 5205T, insert the new 
enclosed ST LANGUAGE DISK in Drive A and turn the computer back on. 
Notice that the "busy bee” and multi-colored screen have been replaced by 
a white screen while booting up. All Desk Accessories will be present (or 
available) when TOS finishes booting up. Make sure this Disk is in Drive 
A each time you turn on your computer. 
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ATARI 520ST TOS ROM CONVERSION (JAN. (1986) 
NOTE: PART NUMBERS ARE FOR U.S. VERSION. 
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